LOW FRICTION
OIL-IMPREGNATED
BUSHINGS ON
PEDAL PIVOTS

1/4-

DO NOT EXCEED 3 DEGREES OF
PUSHROD ANGULARITY DURING
STROKE OF PEDALS. PREMATURE
MASTER CYLINDER WEAR MAY

76 SERIES MASTER CYLINDERS SHOWN
AN-4 INLET PORT

MASTER CYLINDER KITS

926
[23521]

PEDAL ASSEMBLY IS COMPATIBLE WITH TILTON ENGINEERING
76 SERIES MASTER CYLINDERS SOLD SEPARATELY

76 SERIES MASTER CYLINDERS SHOWN HERE ARE FOR ILLUSTRATION
PURPOSES ONLY AND ARE NOT INCLUDED WITH PEDAL ASSEMBLY

NOTES:
1. DIMENSIONS AND TOLERANCES PER ASME Y14.5 - 2009

2. UNLESS OTHERWISE SPECIFIED, ALL DIMENSIONS ARE IN INCHES.

3. DIMENSIONS ARE NOMINAL.

MOUNTING HOLES
6 PLACES

DUAL AN-3 OULET PORTS
TOP PORT FITS STANDARD BANJO FITTINGS
REAR PORT STANDARD AN-3 FEMALE

FOR USE IN EITHER PORT

-20 UNC FALSE FLOOR

( .38 )
[97]
NOTE CASTING MAY VARY

THRU HOLES FOR

CUSTOMER SUPPLIED

HIGH STRENGTH 5/16"

OR 8MM SOCKET HEAD BOLTS

62158 [15.7/14.7) GRIP LENGTH OF FRAME
PLACES

350 . 250
[8891 16351
DIE-CUT ANTI-SLIP TAPE
SUPPLIED WITH KIT BUT
NOT INSTALLED, GIVING
CHOICE OF SMOOTH OR
ROUGH PAD SURFACES.
437 416
111691 {10571

INCLUDE FLUSH AN-3 PLUG

5/16 STUDS.

TORQUE MASTER CYLINDER
RETAINING NUTS TO |9 FT-LB
DO NOT USE THREAD
LOCKING COMPOUND
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FALSE FLOOR / HEAL REST REPRESENTATION

CUSTOMER SUPPLIED

" NOTE: INSTALLER MUST ASSURE CLEARANCE WITH
THROTTLE LINKAGE COMPONENTS THROUGH THEIR

FULL TRAVELM *
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"This document contains proprit

BALANCE BAR
ALIGNMENT RAMPS
INTEGRAL IN FRAME

JAM NUT SECURES BIAS BAR SETTING.
FOR REMOTE CABLE ADJUSTER, REMOVE
JAM NUT AND SECURE CABLE TO END OF
BIAS BAR WITH CABLE COUPLER

LOW FRICTION
DRY LUBE AND
HARD COATING
ON CLEVISES

72-793 THROTTLE LINKAGE

72-794 THROTTLE LINKAGE
SYSTEM FOR DRIVE BY WIRE
INOT SHOWNI

AVAILABLE SEPARATELY

225
[5721

BRACKET CONNECTION REQUIRES 2 BOLTS.

USE WIDEST SPREAD AVAILABLE PER K
PAD ANGLE DESIRED. [254]
10" BOLT SPREAD MINIMUM

E
SYSTEM SHOWN AVAILABLE SEPARATELY

THREE SETS OF TAPPED HOLES
IN PAD MOUNT ALLOW FOR
SIDE-TO-SIDE ADJUSTMENT OF
30" EACH WAY

— ADJUST PUSHROD TO CLEVIS

[10321 = WHILE UNDER NORMAL BRAKING

ENGAGEMENT SO THAT BALANCE
BAR IS PARALLEL TO FIREWALL

LOAD, THEN TIGHTEN JAM NUTS TO |44 IN-LB,
DO NOT USE THREAD LOCKING COMPOUND

TILTON ENGINEERING, INC. (805) 688-2353  FAX (805) 688-2745
25 EASY STREET P.0.BOX 1787 BUELLTON, CALIFORNIA 93427 USA
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