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FIRST ISSUE  SAT

TOGGLE SWITCH

TERMINAL

CABLE LENGTH

9V BLOCK BATTERYCABLE LENGTH

CABLE LENGTH

APPROX 180MM

APPROX 200MM

1200.0 MAX 

ELECTRICAL CABLE LENGTH
APPROX 400MM

 

 REMOTE CABLE ADJUSTER

WITH LCD DISPLAY

CP2905--15 CABLE ADJUSTER WITH

DIGITAL READ-OUT

INCORPORATES THE CP2905-8 BALANCE BAR CABLE ADJUSTER. THE BALANCE BAR DIGITAL
READ-OUT PROVIDES THE USER WITH AN ACCURATE INDICATION OF EXACT POSITION OF THE
BALANCE BAR TO THE RIGHT OR THE LEFT OF CENTRE.  THE ILLUMINATED DISPLAY IS MOUNTED
IN A PLASTIC HOUSING WITH TWO FIXING POINTS FOR MOUNTING TO THE DASHBOARD AND IS 
SUPPLIED WITH APPROXIMATELY 18" OF CABLE TO THE TRANSDUCER.  THE ADJUSTER BODY
CAN BE FITTED THROUGH A Ø19.0MM HOLE IN THE DASHBOARD OR BULKHEAD ALSO
USING THE MOUNTING PLATE FOR INCREASED SECURITY.
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